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Chassis





Mini-ITX
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Keyboard & Mouse





Wearnes Keyboard & Wearnes Optical Mouse








Wearnes 16" Widescreen LCD (Optional) Monitor�








Monitor





Processor





Integrated Intel® Atom™ 330 (1.6 GHz/1 MB L2 Cache/533 MHz FSB) FSB)





Chipset





Intel® 945GC





Audio





Integrated 6 channel HD audio codec Realtek® ALC662





Video





Integrated Intel® GMA950 Graphics, DVMT up to 224MB





System Memory





Supports one DDRII memory modules, up to 2GB











Supports DDRII 667/533 memory interface





On-Board IDE





Supports 2 SATA (1.5Gbps) Drive & 1 IDE (Ultra ATA-133 port)











1 x 3-in-1 Audio Jack, 2 x Front Audio, 6 x USB 2.0 ports ( 4 rear & 2 front )











Optical Drive





Optional    





Network Interface





Integrated Realtek® RTL8102EL 10/100 Mb/s LAN





I/O Interface





2 x PS/2 ports, 1 x Parallel port, 2 x Serial ports, 1 x VGA Port, 1 x RJ45 Connector,





Expansion Slots





One PCI 2.3 32-bit PCI bus slot





Dimensions





Power Consumption








www.wearnespc.com





Amadeus 6330M





Specifications :








* Specifications are subject to change without prior notice























45 Watt
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195(W) × 255(H) × 200(D)mm
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