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Specifications�
�
�
Processor�
Intel® Core™ i5-2400 Processor (6M Cache, up to 3.10 GHz) (Optional)�
�
Chipset�
Intel® H61 (B3) Chipset�
�
System Memory�
4 GB ( 2 x 2 GB) (Optional)


Supports two DDR3 1066/1333 DRAM, 16GB Max


Supports Dual channel mode�
�
Video�
Integrated Intel® HD Graphics, DVMT up to 731MB�
�
Audio�
Integrated HD Audio�
�
LAN�
Integrated 10/100/1000 Mb/s (Gb) LAN�
�
Hard Disk�
500 GB SATA HDD (Optional)�
�
Optical Drive�
DVD R/W (Optional)�
�
Expansion Slots�
• 1 PCI Express gen3 x16 slot, supports up to PCIe 3.0 x 16 speed 


• 1 PCI Express gen2 x1 slot�
�
I/O Interface�
Rear :


• 1 x PS/2 Mouse port


• 1 x PS/2 Keyboard port


• 6 x USB 2.0 ports


• 1 x Parallel (LPT) port


• 1 x Serial (COM) port 


• 1 x VGA port


• 1 x DVI-D port


• 1 x RJ45 LAN Jack


• 1 x 3 in 1 audio jack�
Front : 


• 2 x USB 2.0 ports


• 2 x Audio jacks for headphone 


   and microphone














�
�
Chassis�
Micro Tower ATX�
�
Keyboard & Mouse�
Wearnes Keyboard & Wearnes Optical Mouse�
�
Power Supply�
300 Watt�
�
Monitor�
Wearnes 18.5" LED Monitor with Internal Speaker (Optional)�
�
OS Supports�
Windows 7 (Optional)�
�
�
* Specifications are subject to change without prior notice�
�
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